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Abstract
We perform a detailed theoretical study of the edge fracture instability, which commonly destabilizes the fluid-air interface during strong
shear flows of entangled polymeric fluids, leading to unreliable rheological measurements. By means of direct nonlinear simulations, we map
out phase diagrams showing the degree of edge fracture in the plane of the surface tension of the fluid-air interface and the imposed shear
rate, within the Giesekus and Johnson–Segalman models, for different values of the nonlinear constitutive parameters that determine the
dependencies on the shear rate of the shear and normal stresses. The threshold for the onset of edge fracture is shown to be relatively robust
against variations in the wetting angle where the fluid-air interface meets the hard walls of the flow cell, whereas the nonlinear dynamics
depend strongly on the wetting angle. We perform a linear stability calculation to derive an exact analytical expression for the onset of edge
fracture, expressed in terms of the shear-rate derivative of the second normal stress difference, the shear-rate derivative of the shear stress
(sometimes called the tangent viscosity), the jump in the shear stress across the interface between the fluid and the outside air, the surface
tension of that interface, and the rheometer gap size. (The shear stress to which we refer is σxy with x^ being the flow direction and y^ being the
flow-gradient direction. The interface normal is in the vorticity direction z^.) Full agreement between our analytical calculation and nonlinear
simulations is demonstrated. We also elucidate in detail the mechanism of edge fracture and finally suggest a new way in which it might be
mitigated in experimental practice. We also suggest that, by containing the second normal stress difference, our criterion for the onset of edge
fracture may be used as a means to determine that quantity experimentally. Some of the results in this paper were first announced in an earlier
letter [E. J. Hemingway, H. Kusumaatmaja, and S. M. Fielding, Phys. Rev. Lett. 119, 028006 (2017)]. The present paper provides additional
simulation results, calculational details of the linear stability analysis, and more detailed discussion of the significance and limitations of our
findings. © 2019 The Society of Rheology. https://doi.org/10.1122/1.5095717
I. INTRODUCTION
Measurements of a fluid’s shear rheology are commonly
performed in a torsional flow device, using either a cone-and-
plate or a cylindrical Couette flow cell. The former comprises
a cone rotating relative to a stationary plate (or vice versa).
The latter comprises two coaxial cylinders, with the inner
cylinder rotating relative to the outer (or vice versa). See the
schematic in Fig. 1. In each case, the speed of rotation nor-
malized by the gap size (or angle) sets the imposed shear
rate, _γ. The resulting torque gives the shear stress response,
σ. In a state of steady flow, the shear stress σ as a function of
shear rate gives the flow curve, σ( _γ), which is a key to char-
acterizing a material’s rheological response. Other common
tests of a fluid’s shear rheology include oscillatory shear,
shear startup, step stress, and stress relaxation tests.
Rheological measurements performed in the regime of
linear viscoelastic response are typically well controlled and
highly reproducible. In contrast, the measurement of stronger,
nonlinear flows is much more challenging. This is particu-
larly true in highly viscoelastic materials such as entangled
polymer melts and concentrated polymer solutions, as well
as in concentrated suspensions. Attempts to measure the
steady state flow curve or transient flow behavior at a high
strain rate (or stress) are often beset by flow instabilities that
can lead to unreliable data. Many such instabilities depend
not only on the bulk rheology of the material in question but
also on the geometry of the flow device used, including the
boundary conditions, where the fluid sample meets the hard
walls of the flow cell and/or the outside air.
In both of the flow devices sketched in Fig. 1, the fluid
(shown in blue) has an interface with the outside air (shown
in white). In entangled polymers or concentrated suspensions,
this free surface is highly susceptible to destabilizing when the
material is strongly sheared, particularly in a cone-and-plate or
a plate-plate device. Above a critical imposed shear rate, the
sample edge will deform into a more complicated edge profile,
forming an indentation that invades the fluid bulk. In violent
cases, some portion of the sample can even be ejected from
the measurement region.
This phenomenon, which is known as “edge fracture,”
renders accurate measurements of strong flows extremely
difficult. Indeed, to quote Snijkers [2], “the effects of edge
fracture on rheological measurements performed with
standard rotational rheometers using cone-and-plate or
plate-plate geometries are catastrophic and render the
torque (in a strain-controlled rheometer) or rotation speed
(in a stress-controlled rheometer) as measures of bulk rheo-
logical properties of the fluid, virtually useless.” Jensen
described the phenomenon as “the limiting factor in rotational
a)Author to whom correspondence should be addressed; electronic mail:
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rheometry” [3]. Detailed experimental studies of edge frac-
ture can be found in [3–9]. Anecdotal reports further pervade
the literature. In recent decades, strategies to mitigate edge
fracture have been developed, involving specialized
guard-rings [10] or cone-partitioned-plate devices [2,11–15].
Despite the crucial importance of edge fracture to experi-
mental shear rheology, the phenomenon has remained poorly
understood theoretically, until recently. In insightful early
works, Tanner and coworkers [16,17] predicted that edge
fracture should arise for a critical magnitude of the second
normal stress difference, jN2( _γ)j . Γ=R, where Γ is the
surface tension of the fluid-air interface and R is some preas-
sumed geometrical lengthscale. Taken as a scaling argument,
this prediction shows remarkable insights. Indeed, a careful
experimental study later confirmed the key role of N2 (rather
than the first normal stress difference, N1) in driving edge
fracture [4,17]. However, the prediction by Tanner will prove
only partly consistent with our findings below. In particular,
it fails to incorporate the role of the shear stress, alongside
the second normal stress, in driving edge fracture.
In a recent letter [1], we performed a detailed theoretical
study of edge fracture, combining linear stability analysis
with full nonlinear simulations. Outcomes of this work that
we hope will be useful to the experimental rheology commu-
nity include (i) a new criterion for the onset of edge fracture
that now recognizes the importance, alongside N2, of the
slope of the flow curve of shear stress as a function of shear
rate, and the jump in the shear stress between the fluid
sample and the outside air; (ii) a full mechanistic understand-
ing of the edge fracture instability; and (iii) a new suggestion
for how edge fracture might potentially be mitigated in exper-
imental practice.
The present paper aims to provide an expanded discussion
of the results originally announced in [1]. In particular, we
set out here for the first time the details of the analytic linear
stability calculation by which we arrived at the new onset cri-
terion. We also provide new simulation results, beyond those
in [1], delineating more fully the dependence of the onset
threshold on the nonlinear parameters of the two constitutive
models considered (which set the scaling of the shear and
normal stresses with the strain rate) and demonstrating the
role of the wetting angle in the mode of edge fracture. For defi-
niteness, we cast the discussion mostly in the language of
entangled polymers. However, we note that the constitutive
models used here are not restricted to such materials alone,
and our results may indeed apply more generally to other
classes of fluids. It would be particularly interesting in future
work to consider the edge fracture instability in non-Brownian
suspensions and in viscoelastic yield stress materials.
Besides edge fracture, another important instability that
routinely confounds attempts to measure strong flows of
complex fluids is that of wall slip [18,19]: the layer of fluid
immediately adjacent to the hard wall of the flow cell shows
an apparent slip relative to the wall itself. We shall ignore
wall slip in what follows, suppressing the phenomenon
upfront by assuming conditions of no-slip. This is potentially
a major shortcoming of our approach, which should be
addressed in future studies.
The paper is structured as follows. In Sec. II, we introduce
the flow geometry to be studied. Section III sets out the
models and methods that we shall use. The results of our
nonlinear simulations are discussed in Sec. IV, followed in
Sec. V by a linear stability analysis to understand the phase
boundary for the onset of edge fracture, as obtained in our
nonlinear simulations. This linear analysis also permits a
detailed understanding of the mechanism of instability.
In Sec. VI, we suggest a way in which our findings indicate
a possible practical route to mitigating edge fracture experi-
mentally. Finally, Sec. VII provides conclusions and perspec-
tives for future work.
II. FLOW GEOMETRY
As noted above, measurements of a fluid’s shear rheology
are often performed in a rotational flow device, commonly
using either a cone-and-plate or a cylindrical Couette flow
cell, as shown schematically in Fig. 1. For the former device,
we assume a small cone angle and a large cell radius. In this
limit, the curvature of the streamlines becomes negligible,
and the flow is well approximated by a planar slab of fluid
sheared between flat plates, as sketched in Fig. 1 (top right).
(In experimental practice, however, we note that very small
cone angles are difficult to obtain because of the limited stiff-
ness of rheometer frames, while large samples are forbidden
by the limited normal force capacity of the transducers and
the volume of sample available.) For the latter device, we
consider the limit δR=R 1, in which the gap between the
cylinders, δR, is small compared with the inner cylinder
radius, R. In this limit, the flow is again well approximated
by a planar slab.
Throughout what follows, therefore, we shall consider
a planar slab of fluid in contact with the outside air, as
sketched again in Fig. 2. The sample is sheared at some rate
_γ by moving the top boundary at some speed _γLy in the flow
direction x^, into the page. We consider always positive shear
rates, _γ . 0. (For most fluids, the second normal stress
N2( _γ)   _γ2 at low shear rates. For negative flow rates, we
would need to replace djN2j=d _γ, which appears several times
below, by djN2j=dj _γj.)
We denote the flow-gradient direction by y^, shown
vertically in Fig. 2. The edges of the sample in the vorticity
direction z^ (horizontal) are in contact with the air. Only the
FIG. 1. Schematic showing cylindrical Couette flow (left) and cone-plate
flow (bottom). Also shown is the way in which both of these flows are
approximated in our simulations by planar Couette flow (top right). In each
case, the fluid (blue) has an interface with the outside air (white).
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left half of the box is shown in Fig. 2: an equivalent interface
exists in the right half. We assume that the flow remains
translationally invariant in the flow direction, x^, setting @x of
all quantities equal to zero, and performing two-dimensional
(2D) calculations in the gradient-vorticity plane y z.
(All simulation snapshots below will, therefore, show only
this y z plane.) The velocity vector and stress tensor are
themselves, however, three-dimensional (3D) objects. This
assumption of only 2D variations should be checked in
future, fully 3D studies.
The sample length in the vorticity direction z at the cell
mid-height y ¼ 0 (before the fluid is sheared) will be
denoted as Λ. The simulation box has length Lz with peri-
odic boundary conditions in the vorticity direction. In the
flow-gradient direction, y, we consider two different kinds
of boundary conditions. The first models hard walls at
y ¼+Ly=2, with boundary conditions of no slip or perme-
ation at these walls. The second considers the simplified
theoretical geometry of Lees-Edwards biperiodic shear. In
that case, all quantities repeat periodically across shear-
mapped points on the boundaries of box copies stacked in
the y direction, but with adjacent copies moving relative to
each other at velocity _γLyx^. The threshold for the onset of
edge fracture obtained in our numerical simulations will
prove to be in excellent agreement between these two cases.
Our reason for invoking the simplified biperiodic geometry
is that it will allow progress in analytical calculations,
which would otherwise be prohibitively complicated.
III. MODELS
A. Force balance and incompressibility
We assume that inertia is negligible and work in the
creeping flow limit of zero Reynolds number. In this limit,
the condition of force balance requires the total stress in any
element of fluid (or air), T(r, t), to obey
∇  T ¼ 0: (1)
As usual, r denotes the position and t denotes the time.
Inside the fluid, we assume T to comprise an isotropic
contribution described by a pressure p(r, t), a Newtonian
contribution of viscosity ηs, and a viscoelastic contribution
Σ(r, t) stemming from the complex fluid microstructure
(polymer chains, etc.). The condition of force balance inside
the fluid then reads
ηs∇2vþ ∇  Σ ∇p ¼ 0, (2)
in which v(r, t) is the fluid velocity.
The air outside the fluid lacks any viscoelastic component,
Σ ¼ 0, and has a lower viscosity, ηa  ηs, giving the force
balance condition
ηa∇2v ∇p ¼ 0: (3)
The pressure field p(r, t) is determined by assuming the
flow to be everywhere incompressible, with the flow velocity
v(r, t) obeying
∇  v ¼ 0: (4)
Note that in computing everywhere in the fluid and air
flow rate, our simulation naturally captures the changes in the
shear rate that will be present in the vicinity of any edge frac-
turing disturbances in the fluid-air interface.
B. Constitutive models
The dynamics of the viscoelastic stress Σ in flow is deter-
mined by a viscoelastic constitutive equation. In what follows,
we shall study two constitutive models that are widely used
across the rheological literature. Our aim in studying two
different models is to establish the degree to which any pre-
dictions concerning the onset of edge fracture are generic
across constitutive models, or whether they instead depend
on model details. Importantly, indeed, we shall show that
the predictions of these two models for edge fracture depend
on their respective parameters a or α (defined below) only via
the appearance of those quantities in the shear stress Txy and
second normal stress difference N2 ¼ Tyy  Tzz. In this way,
the key physics will prove robust to the choice of the model.
We note, however, that both models studied here have a
single viscoelastic relaxation time. This is an approximation
that should be relaxed in future studies, by adopting multi-
mode models.
1. Johnson–Segalman model
The first model that we consider is the Johnson–
Segalman model [20], in which the viscoelastic stress
evolves according to
@tΣþ v  ∇Σ ¼ Σ ΩΩ  Σð Þ þ a D  Σþ Σ  Dð Þ
þ 2GD 1
τ
Σþ ‘
2
τ
∇2Σ: (5)
Here, D ¼ 12 (∇vþ ∇vT ) is the symmetric part of the rate of
strain tensor ∇vαβ ¼ @αvβ . Its antisymmetric counterpart
FIG. 2. Sketch of flow geometries simulated. Top: planar shear between
hard flat plates at y ¼+Ly=2. Bottom: planar shear with Lees-Edwards peri-
odic boundary conditions. The symbols denoting material properties and
geometry dimensions are defined in the main text.
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Ω ¼ 12 (∇v ∇vT ) is the vorticity tensor. The parameter a
describes a relative slip of the viscoelastic component com-
pared with the deformation of the background solvent. It
must lie in the range 1  a  1. The simpler Oldroyd B
model is recovered at a ¼ 1.
In a stationary homogeneous simple shear flow, the visco-
elastic shear stress and second normal stress difference obey
the following functions of the imposed shear rate _γ:
Σxy ¼ _γτ
1þ (1 a2)( _γτ)2 ,
N2 ; Σyy  Σzz ¼ 1þ að Þ _γτð Þ
2
1þ (1 a2)( _γτ)2 :
(6)
For values of the parameters jaj , 1 and ηs , 1=8, the
total shear stress Txy ¼ Σxy þ ηs _γ is then a nonmonotonic
function of the imposed shear rate. In this regime, coexisting
bands of differing shear rates can form at a common value of
the total shear stress: a phenomenon known as shear-banding.
In this work, we consider only flows that are not shear banded
and so confine ourselves to values of the solvent viscosity
ηs . 1=8. The second normal stress is negative, scaling as
 _γ2 at low shear rates, before saturating to a negative constant
at high shear rates.
The spatial gradient terms prefactored by ‘ in Eq. (5) are
included in our simulations but do not affect the predictions
for edge fracture. (They would be important if the flow were
shear banded [21], as considered in [22,23].) The micro-
scopic lengthscale ‘ is small compared with any bulk
lengthscales.
2. Giesekus model
The second constitutive model that we consider is the
Giesekus model [24], in which the viscoelastic stress evolves
according to
@tΣþ v  ∇Σ ¼ Σ ΩΩ  Σð Þ þ D  Σþ Σ  Dð Þ
þ 2GD 1
τ
Σ α
τ
Σ  Σþ ‘
2
τ
∇2Σ: (7)
Here, α is an anisotropy parameter, which captures an
increased rate of stress relaxation in any regime where the
polymer chains are more strongly aligned. The Oldroyd B
model is recovered at α ¼ 0. In a state of stationary homoge-
neous simple shear flow, the viscoelastic shear and second
normal stresses obey [24]
Σxy ¼ (1þ N2)
2 _γ
1 (1 2α)N2 , (8)
N2 ¼ Λ 11þ (1 2α)Λ , (9)
in which
Λ2 ¼ 1
8α(1 α) _γ2
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
1þ 16α(1 α) _γ2
q
 1
 
: (10)
The shear stress Σxy is then a nonmonotonic function of the
imposed shear rate _γ for values of the anisotropy parameter
α . 1=2 [24]. We shall, therefore, mostly restrict ourselves to
values of α , 1=2, again in order to avoid shear-banding.
Where we do consider a value of α . 1=2, we take a large
enough solvent viscosity such that the total shear stress
Txy ¼ Σxy þ η _γ is monotonic, again avoiding banding.
The second normal stress is negative, as in the Johnson–
Segalman model: scaling as  _γ2 at low shear rates, before
saturating to a negative constant at high shear rates.
It is worth remarking that both the Johnson–Segalman
and Giesekus models are highly phenomenological. Indeed,
although both are widely used in the rheological literature,
each has notable pathologies. For example, the Johnson–
Segalman model predicts unphysically large and sustained
oscillations in the stress in the shear startup at high shear
rates. However, the spirit of this paper is to derive an insta-
bility criterion for edge fracture that is independent of the
particular choice of constitutive model, at least in the limit
of low strain rates, where both models reduce to a second-
order fluid as just described. We defer to future work a simula-
tion of more microscopically faithful constitutive models in
this geometry: noting, however, that one such candidate—the
Rolie-poly model [25]—is excluded by in fact predicting zero
second normal stress difference. It would be interesting in
future work also to consider the recent tube-based modeling
approach of [15].
C. Fluid-air coexistence
In our numerical simulations, we model the coexistence
of fluid and air using a phase field approach with an
order parameter f(r, t), which obeys Cahn-Hilliard dynam-
ics [26]
@tfþ v  ∇f ¼ M∇2μ: (11)
Here, M is the molecular mobility, which we assume to be
constant. The chemical potential
μ ¼ Gμ fþ f3  ‘2μ∇2f
 
, (12)
in which Gμ sets the scale of the free energy of demixing per
unit volume. The functional dependence of this free energy
on f captures the coexistence of a fluid phase, in which the
order parameter f ¼ 1, with an air phase, in which f ¼ 1.
The elastic modulus G and relaxation time τ that appear in the
constitutive equations (5) and (7) are then made functions of
f, with G(f ¼ 1) ¼ 1, τ(f ¼ 1) ¼ 1, and G(f ¼ 1) ¼ 0,
with τ(f ¼ 1) ¼ 0:002. In this way, viscoelastic stresses
arise only in the fluid phase.
The fluid and air bulk phases are separated by a slightly
diffuse interface of thickness ‘μ, set by the prefactor to the
gradient term in the free energy of Eq. (12). This interfacial
thickness is small compared with any bulk lengthscales.
Gradients in μ contribute an additional source term of the
form f∇μ to the force balance condition. This is important
in the vicinity of the fluid-air interface, where it confers
forces arising from the surface tension of the interface. The
surface tension that emerges out of these Cahn-Hilliard
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dynamics is given by
Γ ¼ 2
ffiffiffi
2
p
3
Gμ‘μ: (13)
In having a slightly diffuse fluid-air interface, our simula-
tions properly capture any motion of the contact line that
arises where the fluid-air interface meets the hard walls of
the flow cell [27]. We thereby avoid the contact line singular-
ity that would arise if the interface were perfectly sharp.
In our analytical calculations, which are performed in the
biperiodic geometry without walls, we shall instead assume
the interface between the fluid and air to be infinitely sharp,
although still with an equivalent surface tension Γ. (This
sharpness is unimportant in the absence of hard walls, and,
therefore, of any contact line, at least in the early stages of
any instability, before bubbles form.) We shall further
assume in our analytical calculations that the viscosity of
the outside air is negligible compared to that of the fluid.
Below, we shall demonstrate full agreement between our
numerical simulations and analytical calculations, in the
biperiodic flow cell, in the physically relevant limit in
which the interface is indeed thin compared with any bulk
scales, and in which the air viscosity is small compared
with that of the fluid.
D. Boundary conditions
We adopt periodic boundary conditions in the vorticity
direction z. Where the fluid meets the hard walls of the flow
cell in the y direction, we assume boundary conditions of
no slip and no permeation for the fluid velocity v, and
zero-gradient for the viscoelastic stress Σ(r, t)
n  ∇Σ ¼ 0: (14)
Here, n is the outward unit vector normal to the wall.
For the phase field that captures the fluid-air coexistence,
as just described, the boundary conditions are [28,29]
n  ∇μ ¼ 0, (15)
n  ∇f ¼ 1ffiffiffi
2
p
‘μ
cos θ 1 f2 : (16)
In unsheared equilibrium, the contact angle at which the
fluid-air interface meets the hard walls of the flow cell is
given by θ. A value θ ¼ 90 gives a vertical equilibrium
interface. A value θ . 90 gives an interface convex into the
air. A value θ , 90 gives a concave interface.
The simplified biperiodic Lees-Edwards geometry has no
walls and its equilibrium interface is always vertical, mimick-
ing the case θ ¼ 90 with walls. The boundary conditions
for this case are discussed in Sec. II.
E. Initial conditions
As the initial condition for our simulations/calculations in
shear, we take a state of air-fluid coexistence that has first
been equilibrated in the absence of shear. At the end of the
equilibration dynamics, just before shear is applied, a small
perturbation is added to the interface’s position h(y) along
the z direction, h(y)! h(y)þ 108cos(nπy=Ly), to trigger
edge fracture. We take n ¼ 1 with walls and n ¼ 2 in the
biperiodic geometry. The viscoelastic stress is initialized so
as to lie on the stationary homogeneous constitutive curve,
for the shear rate in question.
F. Nonlinear simulation method
Each numerical time step comprises two separate substeps.
In the first substep, we enforce the force balance condition in
order to update the fluid velocity field v at fixed phase field f
and polymer stress Σ. We do so using a streamfunction formu-
lation to ensure incompressible flow. In the second substep,
we update the phase field and viscoelastic stress, with the
velocity field fixed.
The advective terms are implemented using a third order
upwinding scheme [30]. The spatially local terms in the visco-
elastic constitutive equation are updated using an explicit Euler
scheme [31]. To implement the spatially diffusive terms, we
use a 2D Fourier spectral method in the Lees-Edward biperi-
odic geometry. With walls present, we use Fourier modes in
the periodic direction z, and finite differencing [31] in the
flow-gradient direction y, with wetting conditions implemented
using the method described in [29].
As noted above, our simulations explicitly model the
coexistence of air and polymeric fluid, using a phase field
approach: the phase field f ¼ 1 inside the polymeric fluid
and f ¼ 1 in the outside air. In addition to the viscoelastic
component in the polymeric phase, we also have a back-
ground Newtonian viscosity equal to that of the solvent ηs
inside the polymeric fluid and a lower value ηa in the air.
To achieve this spatially dependent Newtonian viscosity,
we simulate everywhere a Newtonian fluid with the air vis-
cosity ηa and further introduce an additional (and nominally
viscoelastic) stress tensor σs, which obeys Oldroyd B dynam-
ics with a small enough relaxation time τs  1 so as to be
essentially Newtonian, and with a (spatially dependent)
elastic modulus Gs(f ¼ 1) ¼ 0, Gs(f ¼ 1) ¼ (ηs  ηa)=τs.
This approximates a Newtonian solvent with viscosity
ηs ¼ ηa þ Gs(f ¼ 1)τs in the polymer phase only and a
fluid with viscosity ηa in the air phase.
G. Units and parameter values
The parameters contained in the model equations, geome-
try, and boundary conditions just described are summarized in
Table I, along with values to be used in our numerics. As can
be seen, the four important quantities to be varied in our study
are the dimensionless shear rate, _γτ, the dimensionless surface
tension of the air-fluid interface, Γ=GLy, the (obviously
dimensionless) equilibrium contact angle θ and the dimension-
less nonlinear parameter, a or α, that set the way in which the
shear and normal stresses depend on the shear rate in either
constitutive model. The other parameters do not affect the key
physics, provided each takes a large or small value appropriate
to the physical limit of interest. For example, we set micro-
scopic lengths small compared to macroscopic lengths. We
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further set the viscosities of the solvent and air small com-
pared to that of the viscoelastic component. Even though the
separation of lengthscales (or viscosities) that can be feasibly
achieved in our simulations is less than that in physical reality,
the results are unaffected by this limitation, within negligible
corrections. Again for numerical convenience, the value of air
viscosity that we use is much larger than that of the actual air,
but we have checked that the results obtained do not change
upon halving the value used.
IV. NONLINEAR SIMULATION RESULTS
We now present the results of our nonlinear simulations.
The basic phenomenon of edge fracture is exemplified by the
five snapshots shown in Fig. 3 at some long time t after the
switch-on of shear at time t ¼ 0, for the Giesekus model
simulated between hard walls. At any given imposed strain
rate, an air-fluid interface with a high surface tension is
undisturbed by the flow and retains its equilibrium shape, as
in snapshot (a). (We shall denote such undisturbed states by
black crosses in the phase diagram Fig. 4, which we discuss
below.) For intermediate values of the interfacial surface
tension, the interface partially fractures, displacing in the z
direction by a distance O(Ly) that is set by the gap between
the rheometer plates in the y direction, before finally settling
to a new steady state shape, different from its unsheared
equilibrium one. See snapshot (b) in Fig. 3. (We denote such
partially fractured states by circles in Fig. 4.) For low values
of the interfacial surface tension, the interface fully fractures,
displacing in the z direction a distance O(Λ) set by the sample
width in that direction. See snapshots (c)–(e) in Fig. 3. (We
denote such fully fractured states by yellow closed triangles in
Fig. 4.) In such cases, the system never attains a new steady
state. Instead, the sample may (for example) completely
de-wet either wall, and/or air bubbles may invade the fluid.
Which of these happens in practice depends on the wetting
angle in a manner that we shall investigate further below.
In Fig. 4, we collect into a phase diagram the results
of many such simulations across a full range of values of
the surface tension and imposed shear rate, for both the
Johnson–Segalman model (left panel) and the Giesekus
model (right panel). The symbol shapes (crosses, circles,
TABLE I. Parameters and their dimensions in terms of modulus [G], length [L], and time [T]; values used in our numerical simulations; and notes
concerning each parameter. The first three parameters listed specify our choice of units. The second five are the key physical parameters to be varied in our
study (four within each constitutive model); the set from Lz to M does not affect the key physics, provided each is set to an appropriately large or small value;
the final set comprises numerical parameters that are converged to their appropriate large or small limit. Johnson–Segalman, JS; Giesekus, Gk.
Parameter Description Dimension Value Notes
Ly Channel width [L] 1.0 Unit of length
G Polymer modulus [G] 1.0 Unit of stress
τ Polymer relaxation time [T] 1.0 Unit of time
_γ Applied shear-rate [T]1 101 ! 102 Important quantity to be varied
θ Equilibrium contact angle [1] 60 ! 120 Important quantity to be varied
Γ Surface tension [G][L] 0:0! 1:0 Important quantity to be varied
a Slip parameter (JS) [1] 0:0! 0:6 (usually 0.3) Sets dependencies Σxy( _γ), N2( _γ)
α Anisotropy parameter (Gk) [1] 0:1! 1:0 (usually 0.4) Sets dependencies Σxy( _γ), N2( _γ)
Lz Channel length [L] 10:0 Large aspect ratio Lz=Ly
Λ Midpoint sample length [L] 7:0 Large enough air gap (Lz  Λ)=Ly
ηa Air viscosity [G][T] 0:01 Small air viscosity ηa=Gτ
ηs Solvent viscosity (JS) [G][T] 0.15 Small viscosity ratio ηs=Gτ
ηs Solvent viscosity (Gk) [G][T] 0.01 (α  0:5); 0.15 (α . 0:5) Small viscosity ratio ηs=Gτ
‘ Polymer microscopic length [L] 0.01 Small microscopic length ‘=Ly
‘μ Air-polymer interface width [L] 0.01 (unless stated otherwise) Small microscopic length ‘μ=Ly
M Molecular mobility [L]2[G]1[T]1 0.0001 Rapid phase equilibration
Ny Numerical mesh [1] Large Converge until no dependence
Nz Numerical mesh [1] Large Converge until no dependence
Dt Numerical time step [1] Small Converge until no dependence
FIG. 3. Late-time snapshots corresponding to the state-points marked
(a)–(e) in Fig. 4 (right) for the Giesekus model simulated between hard
walls. Color denotes the frame invariant shear rate ~_γ ¼ ffiffiffiffiffiffiffiffiffiffiffi2D:Dp . Anisotropy
parameter α ¼ 0:4. Equilibrium contact angle θ ¼ 90.
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and triangles) are as described in the previous paragraph.
The state-points corresponding to the snapshots of Fig. 3 for
the Giesekus model are indicated by letters (a)–(e) in the
right panel. As can be seen, broadly the same phase behavior
arises in both models, with stability at high values of interfa-
cial surface tension, and instability for low surface tension.
At any fixed (low) value of surface tension, we find stability
for weak flows _γ ! 0, as expected, followed by a window of
instability for intermediate values of the shear rate, and
finally a regime of re-entrant stability at high strain rates. We
shall discuss this re-entrance in more detail below. It arises
from a saturation (in both constitutive models) of the growth
of jN2j with shear rate _γ, which may not be physically realis-
tic. Even if the re-entrant regime does in principle exist in
real fluids, it may be hard to access in experimental practice:
one would either need to sweep the shear rate upward
through the regime of shear rates where edge fracture does
arise, or alternatively perform a shear startup at a high shear
rate, which is in itself likely to be unstable. From an experi-
mental viewpoint, it is likely that polymer melts mostly lie in
the unstable regime of Fig. 4, at all but the lowest strain
rates; whereas some polymer solutions, with their lower
modulus G, may be in the stable regime.
The colorscale of the symbol fill in Fig. 4, in parameter
regimes where (either partial or full) edge fracture arises,
denotes the degree to which the interface has deformed at
long times after the switch-on of flow at time t ¼ 0. This is
defined as follows. We denote by h(y, t) the location along z
of the interface at height y across the gap at time t. In the
sheared state at any time t, ignoring any bubbles that form,
we subtract the leftmost position of the interface from the
rightmost position to give D(t) ¼ max[h(y, t)]min[h(y, t)].
From this, we subtract the value of D(t ¼ 0) in the initial
unsheared state. (For an equilibrium contact angle θ ¼ 90,
D(0) ¼ 0.) The difference between these, normalized by the
gap width Ly, gives the degree of interfacial deformation in
shear, d(t) ¼ [D(t) D(0)]=Ly. The values of this quantity
shown in yellow in the triangles of Fig. 4 should be inter-
preted as lower bounds, because no steady state is reached as
t ! 1 in such cases.
The black solid line in Fig. 4 shows the threshold between
a fully stable interface (states shown by crosses) and an
interface that partially fractures (states shown by circles). This
is calculated by measuring, in the simulation performed at
each value of Γ, _γ, the weight in the Fourier modes exp(iqy)
of the interfacial displacement h(y, t) h(0, t) as a function of
time t. In the unstable regime (below the black line), this
(initially) grows exponentially for some modes; in the stable
regime (above the black line), it decays exponentially for
all modes, from our initially small perturbation O(108).
Plotting the growth (or decay) constant (ie, the eigenvalue) of
the most dangerous mode as a function of surface tension Γ at
any fixed _γ enables us to find the value of Γ( _γ) at which the
interface is neutrally stable, with an eigenvalue of zero for the
most dangerous mode. This gives the threshold shown by the
black solid line. The red dashed line is the analytical predic-
tion given by the linear stability calculation of Sec. V, which
is performed in the limit of low strain rates.
We emphasize that Fig. 4 makes quantitative predictions for
the onset of edge fracture as a function of shear rate and surface
tension that are testable experimentally, and we hope that this
will motivate future experimental work along these lines.
So far, we have explored the phase behavior across a wide
range of values of surface tension and imposed shear rate,
within the Johnson–Segalman model for one fixed value of
the slip parameter a, and within the Giesekus model for
one fixed value of the anisotropy parameter α. We now
explore the dependence of this phase behavior on the value
of a (in Johnson–Segalman) and α (in Giesekus). This is
shown in Fig. 5. In each case, the neutral stability curve
extracted from the nonlinear simulations in the way described
in the previous paragraph is shown as a solid curve, and the
prediction of the linear stability analysis of Sec. V is shown
by the dashed curve. The results for the Johnson–Segalman
model are given in the left panel. As can be seen, the unstable
regime becomes more limited for large values of a. This is
consistent with a scenario in which the edge fracture instability
is driven by the second normal stress N2: the Johnson–
Segalman model recovers the Oldroyd B model in the limit
a! 1, with zero second normal stress N2( _γ, a ¼ 1) ¼ 0
[recall Eq. (6)] but nonzero first normal stress. The results for
the Giesekus model are shown in the right panel. The unstable
regime again becomes more limited for small values of α, con-
sistent with the Oldroyd B model being recovered for α ¼ 0.
FIG. 4. Phase diagram in the plane of dimensionless surface tension and shear rate (Γ=GLy, _γτ), for flow in a channel bounded by hard walls. Crosses show
stable states, circles show partially fractured states, and triangles show fully fractured states. Symbol fill color denotes the interfacial deformation d as defined in
the main text. Black curve shows the numerically measured stability threshold, red dashed curve shows the prediction of this threshold by the linear stability
analysis of Sec. V, which is valid at low strain rates. Left: Johnson–Segalman model, a ¼ 0:3. Right: Giesekus model, α ¼ 0:4. Labels (a)–(e) correspond to
snapshots shown in Fig. 3. Equilibrium contact angle θ ¼ 90 in both cases.
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The simulation results shown so far have all been for a
value of the equilibrium contact angle θ ¼ 90, for which the
interface is initially flat. To check for robustness with respect
to this choice of boundary condition, we now compare the
threshold for the onset of edge fracture for different values of
the equilibrium contact angle, for a channel with hard walls.
Recall that for the particular case of θ ¼ 90, we calculated
the threshold by identifying the value of surface tension
(at any fixed imposed strain rate) at which the eigenvalue of
the most dangerous mode crosses zero. A method of deter-
mining the threshold that applies more easily across values of
θ = 90 is instead to identify the value of surface tension (at
any fixed imposed shear rate) below which the degree of inter-
facial deformation, d, first exceeds 0:1. (A good agreement is
obtained between these two methods at θ ¼ 90; the eigen-
value method is only used at θ ¼ 90.) As seen in Fig. 6, the
threshold for the onset of edge fracture is indeed robust (to
within small corrections) against variations of the equilibrium
contact angle.
Despite this robustness in the onset threshold, the spatial
mode of instability does vary with the equilibrium contact
angle, particularly for values of the surface tension deep
inside the unstable regime. This can be seen in the snapshots
of Fig. 7. For values of the contact angle θ , 90, for which
the fluid tends to wet the walls, the air first invades the fluid
at a central location across the channel width y, leading to the
formation of bubbles within the sample’s bulk. For values
θ . 90, the air instead invades along the channel walls,
often leading the fluid eventually to de-wet the walls entirely.
(The air from the left side of the cell shown in Fig. 7 finally
joins up with that from the right side, not shown.)
We note that larger angles, such as θ ¼ 120, correspond
to an experimental case where a polymer sample is squeezed
between a cone and a plate without trimming. In contrast,
θ ¼ 90 corresponds to the ideal case where the surface of
the sample is part of a sphere. Therefore, results for experi-
mental papers on melts are likely to fall in between these two
cases. Indeed, the results in Fig. 7 corroborate the experimen-
tal observations of Fig. 3 of [7], in which a higher shear
layer was seen near the walls for an initially convex sample
profile, whereas a higher shear layer was seen midgap for an
initially concave sample profile.
FIG. 5. Thresholds for the onset of the edge fracture instability for a fluid sheared between hard walls, for an equilibrium contact angle θ ¼ 90. Solid lines:
thresholds measured from the early time dynamics of the full nonlinear simulations. Dashed lines: thresholds calculated from the linear stability analysis in
Sec. V, valid for small shear rates. Left: Johnson–Segalman model, for several values of the slip parameter a. Right: Giesekus model, for several values of the
anisotropy parameter α.
FIG. 6. Threshold for the onset of edge fracture within the Giesekus model
for several different wetting conditions (for simulations performed in a
channel with hard walls) and for the two different kinds of boundary condi-
tion (hard walls versus a biperiodic flow cell). Note that the minimum possi-
ble wavenumber qmin depends on the boundary condition: qmin ¼ π=Ly for
hard walls and qmin ¼ 2π=Ly in the biperiodic geometry. Accordingly, the
ordinate in this figure is scaled by a factor f ¼ 2 in the biperiodic simula-
tions. (f ¼ 1 for the simulations between hard walls.) Anisotropy parameter
α ¼ 0:4.
FIG. 7. Effect of the equilibrium contact angle on the mode of the edge
fracture instability, within the Giesekus model. Color denotes the frame
invariant shear rate ~_γ ¼ ffiffiffiffiffiffiffiffiffiffiffi2D:Dp . Anisotropy parameter α ¼ 0:4. Surface
tension Γ=GLy ¼ 0:005. Imposed shear rate _γτ ¼ 1:0. Contact angle
θ ¼ 60, 90, 120 in the top, middle, and bottom snapshots, respectively.
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All the simulation results presented so far have been for
a fluid sheared between hard walls. We finally compare
those results to the corresponding results obtained in a
biperiodic flow cell. As seen in Fig. 6, a good agreement is
obtained between these two cases, particularly at low strain
rates _γ ! 0. Note that this agreement is obtained after
rescaling the box size Ly by a factor 2 (as discussed further
in the caption of Fig. 6) to allow for the (relatively trivial)
fact that the minimum possible wavevector qmin ¼ π=Ly
with hard walls, whereas qmin ¼ 2π=Ly in the biperiodic
geometry. This will enable us to perform a linear stability
analysis for the onset of edge fracture in the simpler geome-
try of the biperiodic flow cell, for which the eigenfunctions
are harmonic functions of y. It is to this linear analysis that
we now turn.
V. LINEAR STABILITY ANALYSIS
We now perform a linear stability analysis to derive a
criterion for the onset of edge fracture. This calculation is
performed in the limit of low strain rates within the biperi-
odic flow geometry. We now take the viscosity of the air
outside the fluid to be zero (it was small but nonzero in our
nonlinear simulations) and assume the fluid-air interface to
be infinitely thin (it had a slightly diffuse width in our
nonlinear simulations), although still with a finite surface
tension Γ. Readers who do not wish to follow the details can
skip the result in Eq. (40).
A. Governing equations
We first recall for convenience the governing equations.
1. Force balance in the fluid bulk
Inside the fluid bulk, the flow obeys the incompressibility
condition
∇  v ¼ 0, (17)
together with the force balance condition
∇  T ¼ 0, (18)
in which the total stress
T ¼ 2ηsDþ Σ pI: (19)
2. Bulk viscoelastic constitutive equation
The viscoelastic stress obeys a constitutive equation
@tΣþ v  ∇Σ ¼ Σ ΩΩ  Σð Þ þ a D  Σþ Σ  Dð Þ
þ 2GD 1
τ
Σ α
τG
Σ  Σ, (20)
with 1 , a , 1 and α ¼ 0 in the Johnson–Segalman
model, and a ¼ 1 and 0 , α  1 in the Giesekus model.
Making the twin assumptions that both the time derivative
and the advective derivative on the left hand side of Eq. (20)
can be neglected (we shall return below to justify these
assumptions), we find that for slow flows, _γτ , 1, the solu-
tion to Eq. (20) can be written as an expansion in increasing
powers of the flow rate tensors D, Ω
Σ ¼ 2DGτ þ 2(D  ΩΩ  D)Gτ2 þ 2(a α)(D  D
þ D  D)Gτ2 þ h:o:t: (21)
We ignore the higher order terms (h.o.t.) in what follows. In
this case, the Johnson–Segalman and Giesekus models both
reduce to this so-called “second-order fluid.” Note that it was
identified in [32] that the second-order fluid contains an unphys-
ical mode of instability because of the inherent instability of the
rest state and incompatibility with the second law of thermody-
namics if the disturbance time scale is not large compared to
the characteristic relaxation time scale of the fluid. Because we
are using the second-order fluid in our analytical work to cal-
culate the boundary of instability onset, where the disturbance
time scale is by definition infinity, our use of the second-
order fluid is deemed safe in this regard. We further note
that the analytical results obtained within this second-order
fluid calculation agree quantitatively with our numerical
simulations of the Johnson–Segalman and Giesekus models
at low strain rates (and qualitatively at high strain rates).
3. Force balance across the fluid-air interface
The condition of force balance across the interface
between the fluid and the outside air is given by
n  Tþ Γn∇int  n ¼ 0, (22)
where n is the interface normal to the fluid and ∇int is the
interfacial gradient operator. [In the diffuse interface case,
this condition of interfacial force balance emerges naturally
from having a term of the form f∇μ in the bulk force
balance equation. In the sharp interface limit that we consider
in this analytical calculation, the interfacial condition pro-
vided by Eq. (22) must be imposed separately.]
4. Motion of the fluid interface
Finally, the position h(y) along the z axis of the interface
at any height y across the flow cell moves with the
z-component of the fluid velocity as
@th ¼ vz: (23)
B. Base state and small perturbation
To perform a linear stability analysis, we represent the state
of the system by an underlying homogeneous base state,
denoted by the subscript 0. This base state is stationary, in the
sense of being a time-independent solution of the model equa-
tions, but not (necessarily) stable against the onset of edge
fracture. It corresponds to a state of stationary shear in an ini-
tially unfractured sample, in which the interface is flat and the
flow is uniform. To this, we add a small perturbation, denoted
by overtildes, which represents the precursor of edge fracture.
Accordingly, in the fluid bulk, we write the velocity field
v ¼ v0 þ ~v ¼
_γ0y
0
0
0
@
1
Aþ ~vx@z ~ψ
@y ~ψ
0
@
1
A, (24)
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in which ~vx ¼ ~vx(y, z, t) and ~ψ ¼ ~ψ(y, z, t). In restricting the
velocity components to depend only on y and z, and in
writing the y and z velocity components as the y z curl of a
streamfunction ψ , we automatically ensure that the incom-
pressibility condition of Eq. (17) is obeyed.
The strain rate tensor follows from Eq. (24) as
∇v ¼ ∇v0 þ ∇~v
¼
0 0 0
_γ0 0 0
0 0 0
0
@
1
Aþ 0 0 0@y~vx @y@z ~ψ @2y ~ψ
@z~vx @2z ~ψ @y@z ~ψ
0
@
1
A: (25)
We similarly write the viscoelastic stress tensor as the sum
of a homogeneous base state plus small perturbations
Σ ¼ Σ0 þ ~Σ ¼
Σxx0( _γ0) Σxy0( _γ0) 0
Σxy0( _γ0) Σyy0( _γ0) 0
0 0 Σzz0( _γ0)
0
B@
1
CA
þ
~Σxx ~Σxy ~Σxz
~Σxy ~Σyy ~Σyz
~Σxz ~Σyz ~Σzz
0
B@
1
CA, (26)
in which ~Σij ¼ ~Σij(y, z, t). The total stress tensor T ¼ T0 þ ~T
follows an analogous componentwise format, which we do
not write out.
Our strategy now is to substitute Eqs. (24) to (26) into the
governing Eqs. (17)–(22) and expand to the first order in
the amplitude of the perturbations. This will result in a set of
linearized equations that govern the dynamics of the pertur-
bations, the solution of which will allow us to delineate the
regime in which the perturbations grow to give edge fracture.
C. Linearized equations of motion
1. Linearized force balance condition in the fluid bulk
The conditions of force balance and incompressibility,
Eqs. (17) to (19), are linear in the quantities they contain.
Therefore, the linearized force balance condition is simply
∇  ~T ¼ 0. This can be written componentwise as
0 ¼ @y~Txy þ @z~Txz,
0 ¼ @y@z(~Tyy  ~Tzz)þ (@2z  @2y )~Tyz:
(27)
The first of these is the x-component of the force balance.
The second is the curl in the y z plane of the y- and
z-components of the force balance. Writing the perturbed
total stress as the sum of the perturbed Newtonian stress, the
perturbed viscoelastic stress, and the perturbed pressure,
~T ¼ 2η~Dþ ~Σ ~p I, we can exactly rewrite Eq. (27) as
0 ¼ ηs∇2~vx þ @y~Σxy þ @z~Σxz,
0 ¼ ηs∇4 ~ψ þ @y@z(~Σyy  ~Σzz)þ (@2z  @2y )~Σyz,
(28)
in which the 2D Laplacian ∇ ; @2y þ @2z . [The pressure does
not appear in Eq. (28) because @x~p ¼ 0 in the first equation
and the yz curl of ∇~p is zero in the second.]
Substituting into Eq. (28) the componentwise forms of ~Σij
that will be set out in Sec.V C 2, we find finally the linear-
ized bulk equations
0 ¼ (Gτ þ ηs)∇2vx þ Gτ2(a α) _γ0∇2@zψ ,
0 ¼ (Gτ þ ηs)∇4ψ þ Gτ2(a α  1) _γ0∇2@zvx:
(29)
2. Linearized bulk viscoelastic constitutive equation
For parameter values in the vicinity of the threshold of the
onset of instability in the phase diagram (as in Fig. 4, for
example), edge fracture develops only slowly. This allows us
to neglect the term @tΣ in the viscoelastic constitutive equa-
tion. At the level of terms that are linear in the perturbation,
the advective term, v  ∇Σ, is also negligible, because the
perturbed quantities vary only in the y z plane, which is
orthogonal to the velocity of the base flow. For imposed
shear rates _γ0τ  1, this enables us to work with the form of
the viscoelastic constitutive equation given by Eq. (21).
Expanding this to a linear order in the amplitude of the per-
turbations, we obtain
~Σ
G
¼ 2~Dτ þ 4τ2 (a α)D0  ~Dþ (a α)~D  D0 þ D0  ~Ωþ ~D Ω0
	 
S
: (30)
Here, we use the notation that AS ¼ 12 (Aþ AT), for any tensor A. Componentwise, Eq. (30) can be written as
~Σ
G
¼ τ
0 @y~vx @z~vx
@y~vx 2@y@z ~ψ (@2z @2y )~ψ
@z~vx (@2z @2y )~ψ 2@y@z ~ψ
0
B@
1
CAþ (aα) _γ0τ2
2@y~vx 2@y@z ~ψ (@2z @2y )~ψ
2@y@z ~ψ 2@y~vx @z~vx
(@2z @2y )~ψ @z~vx 0
0
B@
1
CAþ _γ0τ2
2@y~vx @y@z ~ψ @2y ~ψ
@y@z ~ψ 2@y~vx @z~vx
@2y ~ψ @z~vx 0
0
B@
1
CA:
(31)
3. Linearized force balance across the air-fluid
interface
In a similar spirit, we write the position along the z axis of
the interface at any location y across the gap as h0 þ ~h(y, t).
We further choose the origin of the z axis to lie at the loca-
tion of the (unperturbed) interface, so that h0 ¼ 0, with the
positive z direction defined so as to have fluid for z . 0 and
air for z , 0. To first order, the interface normal n^ in
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Eq. (22) is then written as n^ ¼ z^ @y~hy^. In a linearized
form, the interfacial force balance condition, Eq. (22), is then
written componentwise as
0 ¼ ~Txzjz¼0þ  Δσ @y~h, (32)
0 ¼ ~Tyzjz¼0þ  N2 @y~h, (33)
0 ¼ ~Tzzjz¼0þ þ Γ @2y~h: (34)
Here, we have denoted by N2 the second normal stress
difference in the base state, Σyy0  Σzz0 and by Δσ the shear
stress in the base state, Txy0 ¼ Σxy0 þ ηs _γ0. We use the notation
Δσ rather than simply σ, because the relevant quantity is the
“jump” in the shear stress between the fluid and the outside air.
(In this linear calculation, we are, however, assuming that the
stress in the outside air to be zero, so Δσ ¼ σ. N2 is always
zero in the outside air, with no Δ notation needed in that
case.) The notation ~Tijjz¼0þ denotes the ijth-component of
the perturbation to the polymer stress immediately next to
the interface, just inside the polymer phase.
While it may seem counterintuitive to discuss a jump in
the shear stress across an interface, it is important to empha-
size that by shear stress we mean Σxy, consistent with the
main flow direction being x^ and flow-gradient direction
being y^. It is this quantity that jumps across the interface,
which has its normal in the vorticity direction z^. Because of
the mutually different directions involved, a jump in Σxy across
a (perfectly flat) interface with normal along z^ does not violate
the condition of force balance across the interface.
Inserting into Eq. (32) the componentwise form of the
perturbation to the total stress, ~Tij ¼ ~Σij þ 2ηs ~Dij  ~pδij, and
eliminating the perturbation to the pressure ~p via use of
the linearized bulk force balance equation, we find the final
linearized condition of force balance across the fluid-air
interface
0 ¼ (Gτ þ ηs)@z~vx  Gτ2(1þ a α) _γ0@2y ~ψ þ aGτ2 _γ0@2z ~ψ
h i
jz¼0þ  Δσ @y~h,
0 ¼ (Gτ þ ηs)(@2z  @2y )~ψ þ Gτ2(a α  1) _γ0@z~vx
h i
jz¼0þ  N2 @y~h,
0 ¼ (Gτ þ ηs)(3@2y þ @2z )@z ~ψ þ 2 _γ0(1 a α)Gτ2@2y~vx þ _γ0(1 a α)Gτ2@2z ~vx
h i
jz¼0þ þ Γ @3y~h:
(35)
4. Linearized equation of interfacial motion
The linearized form of the equation of interface motion,
Eq. (22), is
@t~h ¼ @y ~ψ jz¼0þ : (36)
D. Criterion for edge fracture
The linearized bulk equations, Eq. (29), the linearized
condition of interfacial force balance, Eq. (35), and the line-
arized equation of interfacial motion, Eq. (36), can now
together be solved to determine whether, for any given inter-
facial tension Γ and imposed flow rate _γ, the heterogeneous
perturbations grow toward an edge fractured state or decay to
leave a flat interface.
To leading order in _γ and at any wavevector q in
the y direction, the solution to the linearized bulk force
balance condition, Eq. (29), has the following normal
mode form:
~ψ(y, z, t) ¼ Aeqz þ Bekz	 
eiqyeωt,
~vx(y, z, t) ¼ Ceqzeiqyeωt:
(37)
In these equations, k ¼ q= ffiffiffiffiffiffiffiffiffiffiffi1þ βp , with β¼G2τ4(1þαa)
(aα) _γ2=(Gτþηs)2. The constants A, B, and C can be
determined by imposing the three boundary conditions of
componentwise force balance across the fluid-air interface,
Eq. (35), although we do not write out the expressions for
A, B, C here.
A colormap of this analytical solution for the eigenfunc-
tion ~ψ(y, z) and ~vx(y, z) at a fixed time t is shown in the
left two panels of Fig. 8. Excellent agreement is obtained
with the form extracted from the early time regime of our full
nonlinear simulation, as shown in the right two panels. As
can be seen, the perturbation due to any interfacial
FIG. 8. Top: colormaps of the eigenfunction for the in-plane streamfunc-
tion, ~ψ(y, z), with corresponding in-plane velocity vectors shown as red
arrows. Bottom: colormaps of the out-of-plane velocity component, ~vx(y; z).
For each quantity, the analytical solution of Eq. (37) is shown (left column)
alongside the corresponding quantity extracted from the early time regime of
our full nonlinear simulations (right column). In each colormap, the y coordi-
nate is vertical, and the z coordinate is horizontal, with the (unperturbed)
interface at z ¼ 0. The region occupied by air in the simulation is shown
translucent; no air is considered in the analytical calculation. Overall ampli-
tude of colorscale is arbitrary. Results are for the Johnson–Segalman model
in a biperiodic flow geometry. Slip parameter a ¼ 0:3, surface tension
Γ=GLy ¼ 0, imposed shear rate _γτ ¼ 0:125.
EDGE FRACTURE INSTABILITY IN SHEARED COMPLEX FLUIDS 745
disturbance of wavelength 2π=q decays on the same length-
scale O(q1) into the bulk.
The corresponding eigenvalue ω follows by inserting the
normal mode solution for the interfacial position
~h(y, t) ¼ iqeiqyeωt (38)
together with the solution of Eq. (37) for the streamfunction
into the linearized equation of interface motion, Eq. (36).
This gives
ω ¼ 1
2τ
1
2
Δσ
djN2j
d _γ
,
dσ
d _γ
 Γq
" #
, (39)
within a small correction O(ηs=Gτ).
In the left panel of Fig. 9, we plot as colored solid lines
the time-evolution of the logarithm of the amplitude of the
five modes with the lowest values of q consistent with the
boundary conditions, as obtained in the early time regime of
our full nonlinear simulations. Each should follow the linear
form ω(q)t. Accordingly, we perform best fits (black dashed
lines) to the slopes of these lines. These best-fit slopes are
plotted as a function of wavevector in the right panel to con-
struct dispersion relation ω(q) of growth rate as a function of
wavevector. We have plotted this as solid lines in the right
panel, from simulations with three different numerical grids
and fluid-air interfacial thicknesses. The results of the analyt-
ical prediction of Eq. (39) (which assumes zero interfacial
thickness) are shown by the black dashed line for compari-
son, with good agreement at low wavevectors.
Perturbations grow at any wavevector q if their eigenvalue
ω(q) . 0. This condition is most readily satisfied for the
mode with the lowest wavevector that is consistent with
the biperiodic boundary conditions, q ¼ 2π=Ly, consistent
with the dispersion relation having its maximum value at the
lowest q in Fig. 9 (right). Accordingly, our final criterion for
an initially flat fluid-air interface to undergo edge fracture is
given by
1
2
Δσ
djN2( _γ)j
d _γ

dσ
d _γ
.
2πΓ
Ly
: (40)
This criterion (after rescaling by the factor of 2 discussed
at the end of Sec. IV, to account for the difference between
the biperiodic and walled geometries) is marked by the
dashed line in Fig. 4 and gives good agreement at low shear
rates with the onset of fracture in our full nonlinear numerical
simulations. An alternative, equivalent form of this criterion
is to write, more simply
1
2
Δσ
djN2j
dσ
.
2πΓ
Ly
: (41)
Appearing on the left side of this onset criterion, written
in the form (39), are several rheological quantities pertaining
to the base state, as follows. First is the shear stress σ( _γ),
which is shown as a function of shear rate by the solid red
line in Fig. 10 (top). (Recall that Δσ ¼ σ, within our assump-
tion that the outside air viscosity is zero.) Second, in the
denominator, is the derivative of this quantity, dσ=d _γ, which
is shown by the red dashed line in Fig. 10 (middle). This is
the local slope of the flow curve, sometimes referred to as
the tangent viscosity. Third is the derivative of the amplitude
of the second normal stress with respect to strain rate,
@ _γ jN2( _γ)j, which is shown by the blue dashed line in Fig. 10
(middle). These three quantities all combine to give the quan-
tity plotted in green in Fig. 10 (bottom), which indeed
follows the shape of the instability thresholds in Fig. 4. The
region of re-entrant stability at high strain rates can, therefore,
now be understood as arising from the decrease of @ _γ jN2( _γ)j
at large strain rates, consistent with jN2( _γ)j saturating to a
constant as _γτ  1.
It is worth a reminder at this point that the criterion
derived in this section applies to the biperiodic flow geome-
try. In order to apply to the experimentally realizable case of
flow between hard walls, the box size must be rescaled by a
factor 2, as described at the end of Sec. IV and in the caption
of Fig. 6.
E. Mechanism of edge fracture
The results of our analytical calculation allow us to under-
stand the basic mechanism of the edge fracture instability, as
follows. Were the interface between the fluid and air to
remain perfectly flat, the jump Δσ in the shear stress across it
would be consistent with force balance. Imagine now that a
small interfacial tilt @y~h arises, as shown in the second
column of Fig. 11. This exposes the jump in the shear stress
across the interface, potentially disturbing the x-component
of the force balance across the interface, as expressed in
the first of Eq. (32). To recover this x-component of the
interfacial force balance, a counterbalancing perturbation
~Txzjz¼0þ ¼ iqhΔσ is required, as shown in the third column
of Fig. 11. To maintain the x-component of the force
balance in the fluid bulk [recall the first row of Eq. (27)], a
corresponding perturbation ~Txy is needed, as sketched in
FIG. 9. Left: time-evolution exp[ω(q)t] of the amplitudes of the modes
exp(iqy) with the lowest five values of wavevector q consistent with the
boundary conditions. Best linear fits to these are shown as black dashed
lines. Right: resulting dispersion relation of growth rate as a function of
wavevector, reconstructed from the slopes of these best fits, are shown by the
symbols, for three different numerical grids and values of the fluid-air inter-
facial thickness. Simulations are performed in the Johnson–Segalman model
in the biperiodic flow geometry. Slip parameter a ¼ 0:3, interfacial tension
Γ=GLy ¼ 0:0025, imposed shear rate _γτ ¼ 0:25, polymeric diffusion length-
scale ‘C ¼ 0. In the left panel, Ny ¼ 384, Nz ¼ 3840, and ‘μ=Ly ¼ 0:005.
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the fourth column of Fig. 11. This is achieved via a pertur-
bation ~_γ ¼ @y~vx ¼ qhΔσ=σ 0( _γ) in the shear rate (fifth
column of Fig. 11). The second normal stress N2 
(1 aþ α) _γ2 in the fluid bulk then suffers a correspond-
ing perturbation ~Tyy  ~Tzzjshear ¼ qhΔσ jN2j0( _γ)=σ 0( _γ)
(sixth column of Fig. 11). This must be counterbalanced by
an equal and opposite extensional perturbation: ~Tyy 
~Tzzjext ¼ 4@y@z ~ψ ¼ 4@z~vz ¼ 4q~vz (seventh column of
Fig. 11). This in turn demands a z-component of the fluid
velocity gradient (eight column of Fig. 11) and so of fluid
velocity (ninth column). This finally further convects the
interface, @~h=@t ¼ ~vz ¼ 14Δσh jN2j0( _γ)=σ 0( _γ), enhancing the
original interfacial tilt (tenth column of Fig. 11) with a
growth rate ω ¼ 14Δσ jN2j0( _γ)=σ 0( _γ). This is indeed consis-
tent with Eq. (39) at zero surface tension (which is the limit
in which the argument of this paragraph has been con-
structed). This mechanism resembles that of instabilities
between layered viscoelastic fluids as studied (with differ-
ent interfacial and wavevector orientations) in previous
works [33–35].
F. Comparison with the prediction by Tanner
We now compare our criterion for the onset of edge
fracture, written again here for clarity,
1
2
Δσ
djN2( _γ)j
d _γ

dσ
d _γ
.
2πΓ
Ly
, (42)
with the original prediction by Tanner,
jN2j . 2Γ=3R: (43)
In the argument by Tanner, R is the radius of an (artificially)
assumed initially semicircular crack in the sample edge. To
establish a closer correspondence between Tanner’s crite-
rion and ours, R must now be replaced by the dominant
wavelength of instability Ly. To within O(1) prefactors, the
FIG. 10. Rheological quantities appearing in the criterion for the onset of edge fracture in Eq. (39), plotted as a function of shear rate. Left: Johnson–
Segalman model, slip parameter a ¼ 0:3. Right: Giesekus model α ¼ 0:4.
FIG. 11. Schematic explaining the positive feedback mechanism in the edge
fracture instability. The signs of the quantities denoted by the symbols at the
top of the figure are shown at five different ylocations across the channel,
given an interfacial disturbance of the form as sketched at the left.
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difference between the prediction by Tanner and ours then
lies in replacing
jN2j ! 12 Δσ
djN2j
d _γ

dσ
d _γ
: (44)
Given negligible air viscosity, the jump Δσ in the shear
stress across the interface between the fluid and air simply
equals the shear stress σ in the fluid bulk, as noted above.
For most fluids, in the limit of small shear rates, N2   _γ2
and σ ¼ η _γ. Tanner’s jN2j on the left hand side of (44) then
simply equals our expression on the right hand side.
(In non-Brownian hard sphere suspensions, these scalings no
longer hold. For example, the second normal stress scales lin-
early with the shear rate. It would be interesting in future
work to study the edge fracture instability in that class of
materials.)
The identification by Tanner of the role of N2 in driving
edge fracture was a remarkable early insight, and indeed
Tanner discussed carefully a mechanism for edge fracture
based on the radial stress balance. However, this fortuitous
agreement between the expressions given above should not
be overinterpreted. Indeed, whereas our expression can be
connected directly to the detailed mechanism of instability
by tracing through the argument in Sec. V E, no such
detailed mechanistic insight can be gained from the predic-
tion by Tanner. Furthermore, the prediction by Tanner says
nothing about the role of the shear stress in driving the
instability.
At higher shear rates, the simple power law scalings σ  _γ
and N2   _γ2 noted above no longer hold (in general), and
our prediction departs from that of Tanner. Indeed [assuming a
monotonic N2( _γ)], Tanner predicts a monotonic phase boun-
dary Γ( _γ) even for a material in which the derivative of N2
with respect to shear rate is a nonmonotonic function of shear
rate. This is in stark contrast to our nonmonotonic one, with its
re-entrant stability at high strain rates.
VI. POSSIBLE MITIGATION STRATEGY
Finally, and perhaps most importantly, the results of our
linear stability calculation suggest a recipe via which edge frac-
ture might be mitigated in experimental practice. We recall, in
particular, that the left hand side of our onset criterion (39)
contains the term Δσ, which is the jump in the shear stress
between the fluid and the outside medium. In any experiment
where the outside medium is air, the shear stress outside the
fluid will be negligible and we simply have Δσ ¼ σ.
Instead, immersing the flow cell in an immiscible
Newtonian “bathing fluid” with a viscosity larger than that of
air, more closely matched to that of the study-fluid, the jump
Δσ in the shear stress between the study and bathing fluids
will clearly be reduced. We explore this suggestion in
Fig. 12(a), showing the thresholds for onset of instability for
successively increasing values of ηa, indeed finding greater
stability at larger ηa. The dot–dashed lines in Fig. 12 show
the results of a linear stability analysis performed as in
Sec. V but generalized to include a nonzero viscosity of the
outside air. Figure 12(b) explores the suppression of instabil-
ity for different levels of surface tension, as a function of ηa
and shear rate.
Another obvious strategy for mitigating edge fracture
would be to try ensure as large an interfacial surface tension
as possible, by a suitable choice of the (Newtonian) bathing
medium.
VII. CONCLUSIONS
In this work, we have performed a detailed theoretical
study of edge fracture, combining direct nonlinear simula-
tions with linear stability analysis for the initial onset of edge
fracture and finding full agreement between these. We have
derived a criterion of the onset of edge fracture and provided
a detailed understanding of the physical mechanism that
drives the instability. Our results also suggest a new strategy
via which edge fracture might potentially be mitigated in
experimental practice. We also suggest that, in containing the
second normal stress difference, our criterion for the onset of
edge fracture may be used as a means to determine that quan-
tity experimentally.
FIG. 12. Threshold for the onset of edge fracture in the Johnson–Segalman model in biperiodic shear. Left: thresholds shown in the plane of surface tension
Γ=GLy and shear rate _γτ, for several values of the viscosity ηa=Gτ of the bathing medium. Solid lines: full nonlinear simulation. Dot–dashed lines: linear stabil-
ity analysis, valid in limit _γτ ! 0. Right: in the plane of viscosity of the bathing medium ηa=Gτ and shear rate _γτ, for several values of the surface tension
Γ=GLy. Solid lines in right panel: linear stability analysis. Slip parameter: a ¼ 0:3.
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Despite these successes, our work contains several
notable limitations that should be addressed in future studies.
We discuss these finally in turn.
First, we have considered only constitutive models that
predict a negative second normal stress. Positive values of
the N2 were discussed as being potentially stabilizing against
edge fracture in [17]. It would be interesting in future work
to re-do the present calculation in a constitutive model that
predicts a positive N2.
Second, we have considered only fluids with a finite
terminal relaxation time, τ, for which the shear stress scales
as σ  _γτ and the second normal stress as N2  ( _γτ)2 in
the limit _γτ  1. It would be interesting in future work to
consider the case of non-Brownian suspensions [36], in
which N2 instead scales linearly with shear rate.
Third, we have assumed in the derivation of our criterion
a base flow corresponding to a state of steady shear. Edge
fracture is also widely seen in transient rheological tests such
as shear startup. Future theoretical studies could profitably
consider the effects of a time-dependent base state on the
onset of edge fracture.
Fourth, we have considered the limit of planar Couette flow,
arguing that this geometry provides a good approximation to a
cylindrical Couette flow in the small gap limit, and to
cone-and-plate (or plate-plate) flows for a small gap and a large
device radius. If this assumption is correct, our results should
apply equally to cylindrical Couette and cone-and-plate.
In view of this, an outstanding puzzle is why edge fracture
is discussed much more commonly in the literature for
cone-and-plate (or plate-plate) than for cylindrical Couette. One
possibility is that the highly viscoelastic materials for which
edge fracture occurs can only be studied in cone-and-plate (or
plate-plate). Another possibility is that there is an additional
feature, not captured in our analysis, that renders cone-and-plate
(or plate-plate) much more highly susceptible to edge fracture
than cylindrical Couette. For example, do the hoop stresses
present in cone-and-plate (or plate-plate) greatly accelerate the
nonlinear dynamics of edge fracture, even while leaving the
criterion for initial onset unaltered? Indeed, in plate-plate and
cone-plate devices, the crack propagates inwards toward
regions with a smaller radius of curvature, whereas in cylindri-
cal Couette, it propagates orthogonally to the direction in
which the curvature changes. A simpler explanation is that for
the same size of crack, the fraction of the surface disturbed in
curved Couette is smaller than that in cone-plate (or plate-
plate) due to the larger surface of the measuring fixture.
Fifth, we have ignored bulk instabilities that can lead to
complicated secondary flows within the sample. We have
thereby assumed that such instabilities are deferred until
beyond the onset of edge fracture, and/or that edge fracture
and bulk instabilities occur in different classes of materials. It
would be interesting in future work to carry out a simulation
study that allows a crossover, as a function of some material
property, from a situation in which bulk instabilities first
arise as a function of increasing strain rate, to one in which
edge fracture dominates instead.
Sixth, and related, we have ignored the well known bulk
instability in which an initially homogeneous shear flow gives
way to the formation of coexisting shear bands. In recent
works, it has been demonstrated theoretically that shear bands
must lead inevitably to full edge fracture in some parameter
regimes [22]; and conversely that even modest edge distur-
bances can lead to an apparent bulk shear-banding, even in
materials that would not show any true shear-banding in the
absence of edge effects [23]. Indeed, possible edge fracture in
experiments concerning shear-banding in entangled polymers
has been discussed in [6,7,37–41]. Clearly, more remains
to be done to understand the interplay between bulk shear-
banding and surface instabilities such as edge fracture, in both
steady and transient flow protocols.
Seventh, we have ignored wall slip, which occurs widely
in strongly sheared entangled polymers. Indeed, wall slip
remains under studied from a theoretical viewpoint, with a
notable paucity of constitutive models for the layer of fluid
immediately adjacent to the wall of the flow cell, as com-
pared with those for the bulk fluid. Future theoretical studies
should consider the relative dominance of and/or interplay
between edge fracture and wall slip.
Finally, our calculations have ignored inertia, working
throughout in the creeping flow limit of zero Reynolds
number. Inertia may be an important factor in the nonlinear
dynamics of edge fracture and should be considered in future
simulation studies.
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